More than just a POS, you think

UP-5200

M uP soLuTION

@® Warranty

We guarantee our POS terminal product and its parts against defects in
materials and workmanship under proper use for a standard period of
2years from the date of original purchase.

During this period, we will repair or replace a defected and/or faulty
product or parts without charge for spare and labor to the purchaser.

The Tt year is free workmanship and new or refurbished replacement parts
with one-way freight cost born by seller and customer shall be responsible
for return delivery charge.

2nd year is also non chargeable for workmanship and parts, but limited
warranty with round-way freight cost born by customer.

Products outside of the warranty period or scope shall be diagnosed at
customer's expense. We will require customer's repair and payment
authorization to proceed with any repairs.

@ Notice for safety

1. We recommend using proper power voltage against fire and electric shock.
2. Avoid exposing the product to direct sunlight and do not use the product
near area of high moistures.
- Itis caused of low reliability and operating disorder.
3. Be aware of electro-static on PCB of system with anti-static appliance.
- Itis possible to be reason with low reliability and short life term.
4. Place product away from static occurred area.
- Itis matter to be low performance and reduced life cycle.
5. Do not disturb metal material or obstacle in product.
- Itis dangerous about fire and electric shock.
6. Use product in simple power cord plug-in circumstance.
- Itis occurred to fire, electric shock and system disorder on electricity.
7. Be careful of other electronics having possibility with high frequency,
electronic and magnetic affect (Ex. Audio, Electronic-range, etc]
- Itis easy to make product out-of-order or system error.

1. Package detail

The following items are included when you purchase this product.
If any of these items are damaged or missing, contact your dealer
for assistance.
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3. Power on

The power switch is located right hand side of the speaker.
When connected to AC source, the POWER LED will be lighted-on
automatically. The unit's status can be determined by each LED lamp.

Indicator modes are as follows;

AC input OK : POWER LED is it (Green]
Operation Mode : HDD LED is blinking (Red]
When connected LAN : LAN LED is blinking [Yellow]

4. Setup optional item

VFD or 2nd display is connected to internal COM.

Caution:

To install or withdraw VFD or 2nd display, power must be switched off.

[Customer display]

Step 1. Remove VFD
ummy cover.

Step 2. Connect the cables. Step 3. Insert VFD
[2nd display]
Step 1. Disjoin 2 screws from the marked and pull out the cover.
Step 2. Put on the option cover and drive 2 screws up.
Step 3. Connect with 2nd Display cable

=Sy ) 8- |
Step 4. Settle LCD monitor down the frame and screw down 4pcs.
Step 5. Put down the cover finally. (Drive 2 screws up)

[MSR]

Step 1. Remove dummy cover.
Step 2. Connect MSR cable.
Step 3. Fix MSR with 2 screws.
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5. HDD replacement
Step 1. Take HDD cover out from the unit.
Step 2. When press ‘PUSH’ button, HDD will be come out.
Step 3. Insert new HDD and put the cover on.
Caution :

To install or withdraw HDD, power must be switched off.
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VGA i Pl for VoA card

Safety &EMI | CE,reoMC

Power Supply | AC 1100 220V Max 230 watt

05 Support

Windows 2000/XP/APE. WEPOS, POS Ready. Linux




